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Cleaning and Maintenance Guide

To keep your Nemschoff products looking their best, please use the following tips 
when cleaning.

Nemschoff Healthcare Finish

✔ Clean with a damp cloth or mild detergent solution.  

✔ We recommend full-strength or diluted glass cleaner 
products since they do not leave deposits that lead 
to surface smearing or haze. A few examples of 
alternative cleaners include: Bleach, Hi-Tor® Plus, 
Sani-Master, Ammonia, Sursan, Matar®, TOR® HB, 
Quat Disinfectant, Virox™, and Virex® CaviWipes™. 
These cleaners must be used according to the 
manufacturer’s instructions, and any deviation 
from the manufacturer’s instructions may void the 
warranty.  

✘ Avoid chemical and/or abrasive cleaning compounds.  

✘ For best results, we do not recommend brand-name 
furniture polishes. While they will not damage the 
surface, they are likely to cause smearing and haze 
and are therefore not recommended. Products free of 
wax and silicones give the best long-term results and 
will not create problems should the surface require 
refinishing or repair at a future date. 

Laminate Surfaces and Powder Coating

✔ Clean with a damp cloth or mild detergent solution.

✔ A few examples of alternative cleaners include: 
Bleach, Ammonia, Quat Disinfectant and Virox™. 
These cleaners must be used according to the 
manufacturer’s instructions, and any deviation 
from the manufacturer’s instructions may void the 
warranty. 

✘ Avoid chemical or abrasive cleaning compounds. 

Fabric

✔ Refer to the Upholstery Manufacturers website for 
specific instructions. 

Bassinet Insert 

✔ Wash the plastic insert with a solution of mild soap 
or detergent and mild water. Use a clean soft cloth, 
applying only light pressure. Rinse with clean water 
and blot dry with a soft cloth or chamois. 

✔ To remove grease, oil, or tar, use a good grade of 
hexane, aliphatic naphtha or kerosene (available 
at a paint or hardware store) in accordance with 
manufacturer’s recommendations. 

✔ Dust with a soft, damp cloth or chamois. Dry or gritty 
cloths may cause surface scratches and create a static 
electric charge on the surface. 

✔ To maintain the insert’s surface gloss, polish it 
occasionally with a good plastic cleaner. Apply a thin, 
even coat with a soft clean cloth and rub with cotton 
flannel. Then wipe with a damp cloth to help eliminate 
the static charges that can attract dust particles. 

✘ Avoid window cleaning sprays, kitchen scouring 
compounds or solvents such as acetone, gasoline, 
benzene, alcohol, carbon tetrachloride or lacquer 
thinner. These can scratch the surface and/or weaken 
the insert, causing small surface cracks. 


